
Light Saber Earrings     
 

With the opening of Star Wars: The Force Awakens, I decided I wanted a 

pair of ‘light saber’ earrings to wear. They are fast and fun to make and I 

thought I’d do a tutorial to share with those of you who like beading as 

much as I do. 

You need to be able to do flat peyote stitch, understand the basics of ladder 

stitch, make a loop with needle nose pliers and attach an earring wire. 

Difficulty Level – easy if you know the above stitches. For those of you determined – check out YouTube 

for videos on making a peyote tube bead and basic brick stitch – specifically the ladder stitch. 

Supplies: 

 Fireline – one yard should make both lightsaber handles. 

 Bugle Beads 2 30mm long in light saber colors 

 Size 11° tube beads – toho or delicas in a metallic color 

 Size 15° Tube or seed beads in a matte color (black is good) 

 2 Head Pins 

 2 Ear Wires 

 Soft Earring backs if you desire 

 

Tools: 

 Round Nosed Pliers 

 Flat Needle Nosed Pliers 

 Beading Needles Size 12 

 Thread Burner 

 Scissors 

 

 

Making the peyote bead 
On about a yard of Fireline string on 10 beads to start your flat 

peyote.  Here is a graphed out representation of what you want 

your piece of peyote to look like. You make a swatch ending with 4 beads on the end sides. 



 

 

 

 

                                                                                                  First get your base row made.   

 

Then add 5 more rows, until you have 4 beads on both sides of your 

work.        

 

 

 

 

Bend into a U shape and Zip up the beads sticking out on each end. 

This will turn your flat peyote swatch into a tube. When you have 

zipped up your tube, make sure to close it. 

 

 

  This makes a really tight tube. I had to open the hole a bit with a cross 

stitch needle to get the head pin through the bead. 

 

Embellishing the bead 
This is what your finished bead will look like.  

 



Now, take a look at the hilt bead from the top. You have four beads and we are going to add four more. 

They will sit in the valley between the sets of beads on the peyote tube. This is where you are going to 

use the same technique you use to do ladder stitch. Add a bead to the thread and go back through the 

bead on your piece the thread was originally coming out. Make that bead secure by going through the 

bead you added on again. Now you want to attach 

the new bead to the other side of the hilt piece 

using the same technique.  Repeat this three more 

times. 

 

 

                                                  This is how your piece should look.  

Go back in & out of the 

bead with the thread until 

your needle and thread are 

in a position to go back 

down the bead. Your thread should be coming out of one of the hilt 

beads you just added.  Go through the next bead on the peyote 

tube. The picture to the right already has one bead added to give 

you an idea of where you are heading. 

Now look at your piece. From the bead you are coming out of there 

are four spaces for the last beads. Go through the next bead on the 

peyote tube and add a bead.  

This is what you want your piece to look like as you add 

the last beads. You should end up with a straight row of 

beads. You are adding 4 new ones and with the hilt 

shield there should be 5 total. Weave in your ends and 

make the second hilt. 

 

 

 



 

Assembly  
 

Make sure your head pin is straight and add the 30mm bugle 

bead. 

Add the hilt bead. And adjust the alignment of the bead and 

hilt if necessary.  

 

 

 

 

 

You should end up with this. 

Wrap the end of the wire into a loop using your round nose pliers 

and add an ear wire.  

 

 

   

   

 

 

 

Enjoy your earrings! 


